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(ii) An area where the pipeline lies
within 100 yards of either a building or
a small, well-defined outside area (such
as a playground, recreation area, out-
door theater, or other place of public
assembly) that is occupied by 20 or
more persons on at least 5 days a week
for 10 weeks in any 12-month period.
(The days and weeks need not be con-
secutive.)

(4) A Class 4 location is any class lo-
cation unit where buildings with four
or more stories above ground are prev-
alent.

(c) The length of Class locations 2, 3,
and 4 may be adjusted as follows:

(1) A Class 4 location ends 220 yards
from the nearest building with four or
more stories above ground.

(2) When a cluster of buildings in-
tended for human occupancy requires a
Class 2 or 3 location, the class location
ends 220 yards from the nearest build-
ing in the cluster.

[Amdt. 192–78, 61 FR 28783, June 6, 1996; 61 FR
35139, July 5, 1996]

§ 192.7 Incorporation by reference.
(a) Any documents or portions there-

of incorporated by reference in this
part are included in this part as though
set out in full. When only a portion of
a document is referenced, the remain-
der is not incorporated in this part.

(b) All incorporated materials are
available for inspection in the Re-
search and Special Programs Adminis-
tration, 400 Seventh Street, SW., Wash-
ington, DC, and at the Office of the
Federal Register, 800 North Capitol
Street, NW., suite 700, Washington, DC.
These materials have been approved for
incorporation by reference by the Di-
rector of the Federal Register in ac-
cordance with 5 U.S.C. 552(a) and 1 CFR
part 51. In addition, the incorporated
materials are available from the re-
spective organizations listed in appen-
dix A to this part.

(c) The full titles for the publications
incorporated by reference in this part
are provided in appendix A to this part.
Numbers in parentheses indicate appli-
cable editions. Earlier editions of docu-
ments listed or editions of documents
formerly listed in previous editions of
appendix A may be used for materials
and components manufactured, de-
signed, or installed in accordance with

those earlier editions or earlier docu-
ments at the time they were listed.
The user must refer to the appropriate
previous edition of 49 CFR for a listing
of the earlier listed editions or docu-
ments.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192–37, 46 FR 10159, Feb. 2, 1981; Amdt
192–51, 51 FR 15334, Apr. 23, 1986; 58 FR 14521,
Mar. 18, 1993; Amdt. 192–78, 61 FR 28783, June
6, 1996]

§ 192.9 Gathering lines.

Except as provided in §§ 192.1 and
192.150, each operator of a gathering
line must comply with the require-
ments of this part applicable to trans-
mission lines.

[Amdt. 192–72, 59 FR 17281, Apr. 12, 1994]

§ 192.11 Petroleum gas systems.

(a) Each plant that supplies petro-
leum gas by pipeline to a natural gas
distribution system must meet the re-
quirements of this part and ANSI/
NFPA 58 and 59.

(b) Each pipeline system subject to
this part that transports only petro-
leum gas or petroleum gas/air mixtures
must meet the requirements of this
part and of ANSI/NFPA 58 and 59.

(c) In the event of a conflict between
this part and ANSI/NFPA 58 and 59,
ANSI/NFPA 58 and 59 prevail.

[Amdt. 192–78, 61 FR 28783, June 6, 1996]

§ 192.13 General.

(a) No person may operate a segment
of pipeline that is readied for service
after March 12, 1971, or in the case of an
offshore gathering line, after July 31,
1977, unless:

(1) The pipeline has been designed, in-
stalled, constructed, initially in-
spected, and initially tested in accord-
ance with this part; or

(2) The pipeline qualifies for use
under this part in accordance with
§ 192.14.

(b) No person may operate a segment
of pipeline that is replaced, relocated,
or otherwise changed after November
12, 1970, or in the case of an offshore
gathering line, after July 31, 1977, un-
less that replacement, relocation, or
change has been made in accordance
with this part.

VerDate 07-JAN-97 13:42 Jan 07, 1997 Jkt 167197 PO 00000 Frm 00031 Fmt 8010 Sfmt 8010 E:\CFR\167197.007 167197



32

49 CFR Ch. I (10-1-96 Edition)§ 192.14

(c) Each operator shall maintain,
modify as appropriate, and follow the
plans, procedures, and programs that it
is required to establish under this part.

[35 FR 13257, Aug. 19, 1970, as amended by
Amdt. 192–27, 41 FR 34605, Aug. 16, 1976;
Amdt. 192–30, 42 FR 60148, Nov. 25, 1977]

§ 192.14 Conversion to service subject
to this part.

(a) A steel pipeline previously used in
service not subject to this part quali-
fies for use under this part if the opera-
tor prepares and follows a written pro-
cedure to carry out the following re-
quirements:

(1) The design, construction, oper-
ation, and maintenance history of the
pipeline must be reviewed and, where
sufficient historical records are not
available, appropriate tests must be
performed to determine if the pipeline
is in a satisfactory condition for safe
operation.

(2) The pipeline right-of-way, all
aboveground segments of the pipeline,
and appropriately selected under-
ground segments must be visually in-
spected for physical defects and operat-
ing conditions which reasonably could
be expected to impair the strength or
tightness of the pipeline.

(3) All known unsafe defects and con-
ditions must be corrected in accord-
ance with this part.

(4) The pipeline must be tested in ac-
cordance with subpart J of this part to
substantiate the maximum allowable
operating pressure permitted by sub-
part L of this part.

(b) Each operator must keep for the
life of the pipeline a record of the in-
vestigations, tests, repairs, replace-
ments, and alterations made under the
requirements of paragraph (a) of this
section.

[Amdt. 192–30, 42 FR 60148, Nov. 25, 1977]

§ 192.15 Rules of regulatory construc-
tion.

(a) As used in this part:
Includes means including but not lim-

ited to.
May means ‘‘is permitted to’’ or ‘‘is

authorized to’’.
May not means ‘‘is not permitted to’’

or ‘‘is not authorized to’’.
Shall is used in the mandatory and

imperative sense.

(b) In this part:
(1) Words importing the singular in-

clude the plural;
(2) Words importing the plural in-

clude the singular; and
(3) Words importing the masculine

gender include the feminine.

§ 192.16 Customer notification.
(a) This section applies to each oper-

ator of a service line who does not
maintain the customer’s buried piping
up to entry of the first building down-
stream, or, if the customer’s buried
piping does not enter a building, up to
the principal gas utilization equipment
or the first fence (or wall) that sur-
rounds that equipment. For the pur-
pose of this section, ‘‘customer’s buried
piping’’ does not include branch lines
that serve yard lanterns, pool heaters,
or other types of secondary equipment.
Also, ‘‘maintain’’ means monitor for
corrosion according to § 192.465 if the
customer’s buried piping is metallic,
survey for leaks according to § 192.723,
and if an unsafe condition is found,
shut off the flow of gas, advise the cus-
tomer of the need to repair the unsafe
condition, or repair the unsafe condi-
tion.

(b) Each operator shall notify each
customer once in writing of the follow-
ing information:

(1) The operator does not maintain
the customer’s buried piping.

(2) If the customer’s buried piping is
not maintained, it may be subject to
the potential hazards of corrosion and
leakage.

(3) Buried gas piping should be—
(i) Periodically inspected for leaks;
(ii) Periodically inspected for corro-

sion if the piping is metallic; and
(iii) Repaired if any unsafe condition

is discovered.
(4) When excavating near buried gas

piping, the piping should be located in
advance, and the excavation done by
hand.

(5) The operator (if applicable),
plumbers, and heating contractors can
assist in locating, inspecting, and re-
pairing the customer’s buried piping.

(c) Each operator shall notify each
customer not later than August 14,
1996, or 90 days after the customer first
receives gas at a particular location,
whichever is later. However, operators
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